
The Apache Purger I is a tough, all-urethane, maintenance free
pipeline pig.  An efficient batching, cleaning or  displacement pig,
the Purger I’s flexible design ensures the sealing elements are
centered in the pipeline thus resulting in consistent wear.

- Light weight – no metal components;
- Flexible design allows easy navigation of bends;
- Improved sealing as hollow core allows pressure to
expand pig body;

- Multiple seals offer  excellent product interface.

- Solid core;

- Variety of sizes and durometers;

- Flat steel wire, stainless or plastic brushes.

Purger II

The Apache Purger II is lightweight and easy to handle.  The
one-piece molded design has multiple seals for  use in batching,
cleaning or displacement applications.  The solid all-urethane
construction eliminates the anxiety of possible loss of parts
commonly experienced with metal pigs.  Both the leading and
trailing  flexible cups can pass up to 20% reductions in pipe.

- Light weight – no metal components;
- Flexible design allows easy navigation of bends;
- Improved sealing as hollow core allows pressure to
expand pig body;

- Excellent for nitrogen purge applications.

- Solid core;
- Variety of sizes and durometers;
- Flat steel wire, stainless or plastic brushes.

4” - 24”
102mm - 610mm

Purger I 2” - 36”
51mm - 914mm

Purger I

Purger II

Brush style

Brush style
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